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Linen cabinet home depot

Corner boxes put unused space to work. They are designed to hold linen or towels, but are small enough to tuck into a hallway through the bathroom, the bathroom itself, or a corner of a bedroom. Plus, with a little patience and know-how, the average homeowner can build one from scratch. Here's how. How to organize
a linen cabinet One of the main considerations of any carpentry project is what materials to buy. The face frame and doors of this cabinet are made of birch plywood and solid poplar that look good when painted. You can choose to make these parts of oak and matching plywood or from another hardwood with a clear
finish. The sides and shelves, which will not be visible with the doors closed, are made of laun plywood, which do not take paint as smoothly as birch, but still look great and are a little cheaper. You'll need about 16 hours to construct the cabinet, plus finish time. Before you start, assemble necessary tools and materials,
prepare a large work area, and clear the installation site. More Linen Closet Organization Tips Birch Plywood and Solid Poplar Boards (see Cutting List) Hammer Nail Set Combination Square Bar Clamps Tape Measuring Chisel Stepladder Tablesaw Circular Saw With Grab Guide Power Drill/Driver with #6 Adjustable
Counterbore Bit and 1/16-in Router with 1/2-inch pilot rabbeting bit Doweling jig Bag-hole jig Download from the Cutting List and exploding View Here Set the rip guide on the circular saw to cut 2 inches wide, including the notch. Cut off one side of a sheet of 3/4-inch laun plywood so you have a 94-inch skin for the edges
(A and B). Set your tablesaw fence to 19-7/16 inches and tilt the blade 45 degrees. With someone to help support the plywood, tear the skin to make side A. You can set the cut with a circular saw to 45 degrees and guided by a straight. Set the blade to 90 degrees and set the fence to 18-5/8 inches. Put the downed side
of the remaining piece against the fence with the sloping's tip on top and then tear side B. With a circular saw and straight, it's better to leave the factory edge square and recharge the beveled side. Editor's tip: When tearing against the fence with a beveled edge, make sure the command's tip is at the top of the board. If
the tip was at the bottom, it could become intertwined under the rift fence, ruin the cut and possibly cause dangerous kick-off. Have a helper holding lace B upright while standing on a stepladder to apply glue to the long square edge. Put side A in place and make sure its edge is flush with the back of B as you join the
pieces with 1-1/2-inch drywall screws spaced about 12 inches apart. Check the interior dimensions of the cabinet. Because plywood thickness varies, you may need to slightly adjust the shelf dimensions. Tear a sheet of 3/4-inch lauan plywood up to 25-3/8 inches for the shelf blanks (C). Then set the fence to 12-5/8
inches to spaces to tear width. Editor's tip: It's dangerous and uncomfortable to have a cut over a full length plywood panel. Rather do a little math and cut the panel first near the middle with a circular saw. In this case, four shelf blanks need 50-1/2 inches plus 1/2 inch for four notches. If you cut the skin at 51-1/2 inches
to be safe, which leaves 44-1/2 inches, much for the remaining three panels. Lay out the triangular shelves on the spaces as shown in the drawing below. Set the mitermeter to your tablespoon at the 45-degree mark on the left side of 90 degrees. Put the meter in the slot on the right side of the blade and make one cut on
each empty. Retweet your mitermeter to the 45-degree mark on the right side of 90 degrees. Put the meter in the slot on the left side of the blade and make the second cut to complete the shelf triangles. Cover the front edges of the shelves with edge tire veneer. Lay out the positions of the shelves on the sides as shown
in the drawing below left. Expand the lines around the outside of the cabinet to help locate screws later when you install the shelves. Grab and crosscut lace cleats (D) to the dimensions listed. Predrill and countersink two holes in each garment. With adhesive and 1-1/4-inch drywall screws, attach a side robe under each
shelf location, 6 inches from the back of the cabinet. Apply glue on top of a pair of cleats and install a shelf. Drive three 1-1/2-inch drywall screws through each cabinet side in the shelf. Install the remaining shelves in the same way. Grab and crosscut poplar around the face frame parts E by I. Set the tablesaw blade to
45 degrees and obliquely one rear edge of each side stile (E) and the ends of the rails (H). Be careful not to minimize the front facial dimensions of the pieces. Use glue and bag-hole joinery to join the parts. Use two pockethole screws for each joint to attach the rails (H and I) to stilts and one screw at each joint to attach
the center stilts (F and G) to rails. Lay off the frame face. Apply glue to the edges of the cabinet sides, top, bottom and middle shelf. With someone to help, put the cabinet on face frame. Make sure the silences extend equally past both cabinet sides. Drive 1-1/4-inch screws every 12 inches straight into countersunk holes
through the back and into the stiles. Turn the cabinet to one side. Add a pockethole screw through the bottom of each shelf in the middle stilt. Drive screws in the middle of the rail for the top, bottom, and middle shelf. Grab and crosscut poplar to make the door rails and stilts (J, K, M, N, O, and Q). Use adhesives and two
1/4-inch diameter dowels at each joint to join the stilts to the railings. Clamp the joints with bar clamps. Put a 1/2-inch pilot rabbeting bit into the router and set the depth to 1/4 inch. Routine clockwise around the inside of all the railings and silences. Square the rounded corners of the rabbets with a pickle. Grab and
crosscut 1/4-inch birch plywood four by making panels (L P). Apply glue in the rabbets and press the panels into place. Convert the doors and swipe any squeeze-out. When the glue has healed, mark each trace in the center of the door panel. Mark center points at the tips of the 1/4-inch-thick center stiles (M and Q).
Direct the ends and glue the silences to the panels. To detect the hinges on the doors, lines across the back of each left silent lie out 2 inches from each side. Position semi-concealed hinges on the lines and screw them to the back of the doors. The doors will overlap the face by 1/2 inches on all sides. To track the doors,
set a combination square up to 1/2 inch and draw guidelines around the opening, 1/2 inches from it. Have someone aligned with the door on the lines while you predrill hinge holes in the stiles. Remove the hinges from the doors to paint the cabinet. Grab stock for the top trim (R) but leave for now. Smooth all solid wood
parts with 80-grit sandpaper, slightly rounding the edges. Prepaint the top trim along with about 3 feet of shoe molding. If there is baseboard in the corner, carefully remove it. Put the cabinet in place. Cut the baseboard at 45 degrees to build in the cabinet and then reinstall it. Editor's tip: This cabinet is 94 inches tall so
you can easily maneuver it under an 8-foot ceiling. (A trim board covers the gap.) If your ceiling is longer, you can buy a 10-foot-long panel of hardwood plywood for side A and B. Depending on species, you may need to order the panels at a lumberyard. Be prepared to wait until the supplier's next delivery. Measure over
the top of the cabinet and cut 45-degree angles on the top trim to match. Remember, your meting is for the back of the miners - the front will be 1-1/2 inches taller. Cut the shoe casting to fit the same way. Put the trim piece against the ceiling. Predrill holes and attaches the trim piece to the face frame with 4d finishing
nails. Attach the shoe casting with 1-1/2-inch brads. Replace the doors and touch the paint. You can pull any door or use buds that fit your taste and décor. Center them over and along the stiles. Screw magnetic catches below the top for the upper doors and under the shelf below the middle shelf for the lower doors.
Attach the mating metal plates to the inside of the doors. Walls are often neither plumper nor perfectly flat, so there may be small gaps on the sides. Cover them with a thin flexible pour-3/4-inch cave molding works great. You should always label parts if you cut them. You can mark the parts in pencil, but the marks can
be hard to find and you'll have to scode them off for finishing. However, use sticky notes to label the parts. They come off easily and do not allow glue residuals on the wood. The #6 adjustable counterpoint bit is the size you need to predrill and countersink drywall screws. Loosen the sore step to set the little 1 inch of
countersink depth to drive 1-1/4-inch screws flush to the surface. Surface.
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